VME TIMING MODULE CONNECTOR PIN DESCRIPTION PG 1

J1 96 pin Eurocard connector
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GND
DS1*
DSO*
WRITE*
GND
DTACK*
GND
AS*
GND
IACK*
IACKIN*
IACKOUT*
AM4
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UNUSED
"+5 V DC"
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BGOIN*
BGOOUT*
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UNUSED
UNUSED
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AMO
AM1
AM2
AM3
GND
SERA
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GND
UNUSED
UNUSED
IRQ5*
IRQ4*
IRQ3*
IRQ2*
UNUSED
UNUSED
"+5 \V DC"
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UNUSED
BERR*
SYSRESET*
LWORD*
AM5
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UNUSED
"+5 V DC"
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VME TIMING MODULE CONNECTOR PIN DESCRIPTION PG 2

J2 96 pin Eurocard connector

Al UNUSED Bl1 "+5V DC" |C1 UNUSED
A2 UNUSED B2 GND C2 UNUSED
A3 UNUSED B3 UNUSED C3 UNUSED
A4 UNUSED B4 A24 C4 UNUSED
A5 UNUSED B5 A25 C5 UNUSED
A6 UNUSED B6 A26 C6 UNUSED
A7 UNUSED B7 A27 C7 UNUSED
A8 UNUSED B8 A28 C8 UNUSED
A9 UNUSED B9 A29 C9 UNUSED
A 10 UNUSED B10 A30 C10 UNUSED
A1l UNUSED B11l A31 C11 UNUSED
Al1l2 UNUSED B12 GND C12 UNUSED
A 13 UNUSED B13 "+5 V DC" |C13 UNUSED
A1l4 UNUSED B14 D16 C14 UNUSED
A1l5 UNUSED B15 D17 C15 UNUSED
A1l6  UNUSED B16 D18 C16 UNUSED
Al7 UNUSED B17 D19 C17 UNUSED
A 18 UNUSED B18 D20 C18 UNUSED
A19 UNUSED B19 D21 C19 UNUSED
A 20 UNUSED B20 D22 C20 UNUSED
A 21 UNUSED B21 D23 C21 UNUSED
A 22 UNUSED B22 GND C 22 UNUSED
A 23 UNUSED B23 D24 C 23 UNUSED
A 24  UNUSED B24 D25 C 24 UNUSED
A 25 UNUSED B25 D26 C25 UNUSED
A 26  UNUSED B26 D27 C26 UNUSED
A 27 UNUSED B27 D28 C 27 UNUSED
A28 UNUSED B28 D29 C 28 UNUSED
A 29 UNUSED B29 D30 C29 UNUSED
A 30 UNUSED B30 D31 C 30 UNUSED
A 31 UNUSED B31 GND C31 UNUSED
A 32 UNUSED B32 "+5V DC" |C32 UNUSED




VME TIMING MODULE CONNECTOR PIN DESCRIPTION PG 3

J4 RJ45 CAT3 KEYED AND GND SHEILDED

1 LVDS (-) SERIAL CONTROL DATA 1/O LINE
2 LVDS (+) SERIAL CONTROL DATA I/O LINE
3 LVDS (-) SERIAL CONTROL STORBE I/O LINE
4 LVDS (+) SERIAL CONTROL STROBE I/O LINE
5 CAPACITIVELY COUPLED TO GND

6 CAPACITIVELY COUPLED TO GND
7 PECL (-) DATA LINE
8 PECL (+) DATA LINE

J5 RJ45 CATS5 GND SHEILDED

1 LVDS (-) 1 PULSE PER SECOND
2 LVDS (+) 1 PULSE PER SECOND
3 CAPACITIVELY COUPLED TO GND
4 CAPACITIVELY COUPLED TO GND
5 CAPACITIVELY COUPLED TO GND
6 CAPACITIVELY COUPLED TO GND
7 LVDS (-) 10 MHZ

8 LVDS (+) 10MHZ

J6 JTAG SHROUDED HEADER
(NOT CONNECTED DURING NORMAL OPERATION)

1 TTL TCLK
GND
TTL TDO OUT
"+5V DC" TO BYTE BLASTER (2A FUSE)
TTL TMS
UNUSED
UNUSED
UNUSED
TTL TDI
GND
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